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1. Introduction

1.1 Site/development summary

Table 1 provides a summary of the site and proposed development. The development layout and
subject lots are shown in Figure 1.

Table 1: Site/development summary

Address details 36 proposed residential lots within Stage 5 East of the Beach, Eglinton, WA, 6034

Local government area City of Wanneroo

Description of building works Construction of a single residential dwelling (Class 1a building and associated
Class 10a structures) within each lot

1.2 Purpose of report

This Bushfire Management Plan (BMP) compliance report has been prepared for 36 proposed
residential lots within Stage 5 East of the Beach (hereafter referred to as the project area). Lots
within Stage 5 are subject to WAPC subdivision approval (WAPC Ref. 155700, issued on 22 December
2017). Conditions 21 and 22 of the subdivision approval state the following in relation to bushfire
management requirements:

Condition 21. Information is to be provided to demonstrate that the measures contained in the
bushfire management plan for Lot 6 Taronga Place, Eglinton (dated September 2017) that address
the following:

a) clearing and maintenance of an Asset Protection Zone (APZ) within the rail reserve to the
east of the site until such time that the rail reserve is developed

b) maintenance of retained vegetation within Public Open Space areas on a regular and
ongoing basis at a low fuel load

¢) maintenance of cleared vacant land in a low fuel state through slashing of grasses and
weeds to a height of less than 100 mm

d) construction and maintenance of firebreaks to the specification of the local government have
been implemented during subdivisional works. (Local Government)

Condition 22. A compliance certificate/report for the BAL Contour Map relating to the approved
subdivision shall be completed prior to the issuing of titles to the satisfaction of the Western
Australian Planning Commission. (Local Government)

This report provides the evidence and documentation required to address the abovementioned
conditions of subdivision to facilitate clearances for proposed lots within the project area. Since all
proposed lots are situated in a designated bushfire prone area (as per Plate 1), this report also
provides a post-subdivisional works update of the Bushfire Attack Level (BAL) ratings for individual
lots within the project area. The report has been prepared for the benefit of the developer, future
lot purchasers and decision makers. BAL certificates for each individual lot (contained Appendix A)
have been prepared based on the final site compliance check and are appended to this report for
use at the building permit stage.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 1
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The BAL assessment outlined in this report is the most up to date assessment from Strategen-JBS&G
relating to the project area and has been prepared in consideration of the previous BAL contour
assessment documented in the Bushfire Management Plan (BMP) prepared to accompany the
subdivision application stage of the development. The approach for preparation of this BMP
compliance report is consistent with Section 4.2 and Appendix 3 of Guidelines for Planning in
Bushfire Prone Areas (the Guidelines; WAPC 2017).
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Plate 1: Map of Bushfire Prone Areas output (DFES 2019)
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2. Implementation of relevant bushfire management measures

The endorsed subdivision BMP includes bushfire management strategies that are inherent to the
ability for Stage 5 residential lots to achieve the BAL ratings shown indicatively on the original BAL

Contour Map.

Strategen-JBS&G can confirm that the following relevant bushfire management strategies detailed in
the endorsed BMP have been implemented as intended throughout the duration of subdivisional

works.

Table 2: BMP implementation actions

Certification by

Action Status Evidence bushfire consultant
Clearing and maintenance of Clearing and maintenance of the APZ within
an Asset Protection Zone the rail reserve is ongoing in consultation
(APZ) within the rail reserve with NEWest Alliance and the PTA. A Zac Cockerill
to the east of the site until substantial APZ (low threat staging buffer) (Level 2 BPAD37803)
such time that the rail Complete has been established at the eastern interface ‘ (p/ )
reserve is developed’ of Stage 5 in accordance with the BMP andis | -
currently being maintained in a low threat C
state in accordance with Schedule 1 of the
Guidelines (refer to Figure 1 and Figure 2).
Maintenance of retained Adjacent Stages 4, 6 and 7 POS areas have
vegetation within Public been established to be excludable under Zac Cockerill
Open Space areas on a Clauses 2.2.3.2 (b) and (c) of AS3959 such (Level 2 BPAD37803)
regular and ongoing basis at | Complete that any retained POS vegetation has zero C )
a low fuel load BAL impact. Future landscaping of these POS //' v
areas will continue the low threat vegetation | (/
status.
i A 100 m wide low threat staging buffer has
Malntenanc? of cleared been established where required around Zac Cockerill
vacant land in a Io“_l fuel Stage 5 and is currently being maintained in a | (Level 2 BPAD37803)
state through slashing of Complete low fuel state in accordance with AS 3959 i (p/
grasses and weeds to a . L
height of less than 100 mm: Clause 2.2.3.2 (f). Surrounding stages of //’ ‘
development are completely cleared and/or |
built out.
Maintain road reserves in a ) ) Zac Cockerill
low fuel state All road reserves elther .have.been, or will be (Level 2 BPAD37803)
Complete constructed and maintained in a low fuel 2 (p/
state consistent with standard high density S N
urban street verges. /b
Ensure compliance with the Firebreaks are not required for proposed Zac Cockerill
CoW firebreak notice Stage 5 lots; however, ongoing slashing of (Level 2 BPAD37803)
Complete regrowth grassland and weeds to less than ‘ C B
50 mm in height on vacant residential lots N~
less than 4000 m?2 will continue to be C
undertaken as per the City’s firebreak notice.
BAL compliance check ) . ) Zac Cockerill
This report provides the appropriate BAL (Level 2 BPAD37803)
compliance check for Stage 5 lots (refer to S A
Complete Figure 1 and Figure 2 Il as BAL L
gure 1 and Figure 2, as well as A N
certificates contained in Appendix A). /b/

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0)
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Construct all new internal
roads and temporary cul-de
sacs in accordance with
subdivision approval and
technical requirements of
the Guidelines
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Evidence

Stage 5 lots are provided two connections
with Lowlands Avenue in the south via
Prevelly Way and Geordie Loop, both of
which will be constructed as temporary
compliant cul-de-sacs until such time as they
are extended as part of Stages 12 and 7. As

Certification by
bushfire consultant

such, two compliant temporary turnarounds | Zac Cockerill
) will be provided at the northern termination | (Level 2 BPAD37803)
Complete, with . . AN
points of Prevelly Way and Geordie Loop, as U (/
works bonded . . . . . JERN
per civil engineering plans contained in Py =
Appendix C. All proposed public roads will L/
meet technical requirements of the
Guidelines, as per civil engineering plans
contained in Appendix C. These works,
although not fully constructed on ground at
the time of audit, are bonded to ensure
delivery of works prior to site occupancy.
Construction and Zac Cockerill
maintenance of firebreaks to ) ) o o (Level 2 BPAD37803)
the specification of the local | Complete A.cornpllant firebreak is belrjng maintained 1 (//\
government within the balance landholding ke
/)
k/,
Provision of reticulated A compliant reticulated water and street
water supply hydrant network will be delivered for Stage 5
lots in accordance with technical Zac Cockerill
) requirements of the Guidelines, as per civil | (Level 2 BPAD37803)
Complete, with ) . . . . S A
engineering plans contained in Appendix D. U (/
works bonded A\
These works, although not fully constructed //jy ==
on ground at the time of audit, are bonded L/
to ensure delivery of works prior to site
occupancy.
Certification of BAL ratings Zac Cockerill
Appendix A of this report provides the (Level 2 BPAD37803)
Complete required BAL certification for individual ‘ (p/
Stage 5 lots s
g g,
k/,
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3. Bushfire assessment results
3.1 Assessment inputs
3.1.1 Vegetation classification

Strategen-JBS&G assessed classified vegetation and exclusions within the 150 m assessment area
through on-ground verification on 25 August 2021 in accordance with AS 3959—2018 Construction
of Buildings in Bushfire-Prone Areas (AS 3959; SA 2018) and the Visual Guide for Bushfire Risk
Assessment in Western Australia (DoP 2016). Georeferenced site photos and a description of the
vegetation classifications and exclusions are contained in Appendix B and depicted in Figure 1.

Site observations show that the vegetation classifications have been slightly amended from the post-
development vegetation classifications determined by the endorsed BMP (Strategen 2017), in that
areas of previously classified Class C shrubland east of the railway corridor have been upgraded to
Class D scrub, which presents a more appropriate classification based on the latest site assessment.

3.1.2 Effective slope

Strategen-JBS&G assessed effective slope under classified vegetation within the 150 m assessment
area through on-ground verification on 25 August 2021 in accordance with AS 3959. Results were
cross-referenced with DPIRD 2 m contour data and are depicted in Figure 1.

Site observations show that effective slope under the classified vegetation aligns with the effective
slopes identified within the endorsed BMP (Strategen 2017), this being down-slope at 0-5 degrees
in relation to the Class D scrub identified east of the railway corridor.

3.1.3 Summary of inputs

Figure 1 illustrates the current vegetation classifications and exclusions observed during the site
inspections. The vegetation classifications/exclusions and effective slope are summarised in Table 3.

Table 3: Summary of vegetation classifications, exclusions and effective slope

Vegetation
plot

Vegetation classification Effective slope Comments

1 Class D Scrub Downslope >0-5° | Scrub vegetation with a continuous horizontal
fuel profile between 2—6 m in height adjacent
east of the railway corridor.

2 Excluded — Clause 2.2.3.2 [b] N/A Pockets of retained vegetation within Stages 4
and 6 POS that are less than 1 ha in size and not
within 100 m of any other vegetation being
classified vegetation.

3 Excluded — Clause 2.2.3.2 [c] N/A Area of retained vegetation within Stage 7 POS
that is less than 0.25 ha in area and not within
20 m of the site, or other areas of vegetation
being classified vegetation.

4 Excluded — Non-vegetated & Low | N/A Existing areas of non-vegetated land or low threat
threat (Clauses 2.2.3.2 [e] and [f]) managed vegetation.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 5
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3.2 Assessment outputs
3.2.1 Bushfire Attack Level (BAL) contour assessment

Strategen-JBS&G has undertaken a BAL contour assessment for the project area in accordance with
Method 1 of AS 3959 (Figure 2). The Method 1 procedure incorporates the following factors:

e state-adopted FDI 80 rating

e vegetation classification

o effective slope

e distance maintained between proposed development areas and the classified vegetation.

The BAL contours are based on the current on-ground site conditions and take into consideration the
bushfire management measures that have been implemented on site as listed in Section 2.

Results of the BAL contour assessment are detailed in Table 4 and illustrated in Figure 2.

Table 4: BAL contour assessment results

Method 1 BAL determination

Vegetation

Lot
0 plot

Vegetation classification

Effective slope Separation distance Highest BAL

418 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
419 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
420 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
421 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
422 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
423 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
424 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
425 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
426 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
431 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
432 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
433 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
434 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
435 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
436 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
437 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
438 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
439 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
445 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
452 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
453 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
454 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
455 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
456 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
457 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
458 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
459 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
460 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
461 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
479 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
480 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
481 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
482 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
483 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
484 1 Class D Scrub Downslope >0-5° >100 m BAL-Low
485 1 Class D Scrub Downslope >0-5° >100 m BAL-Low

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0)
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3.2.2 BAL certificates

BAL certificates for the subject lots are provided in Appendix A in accordance with the BAL contour
assessment results detailed in Table 4.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 8
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4, Conclusion and recommendations

This BMP compliance report has been prepared for 36 proposed residential lots within Stage 5 East
of the Beach to address Conditions 21 and 22 of WAPC subdivision approval (Ref. 155700) and
provide a final BAL check for individual lots for use at the building permit stage. Assessment results
are consistent with current on-ground conditions. Strategen-JBS&G can confirm that the existing
BMP over the site has been implemented as intended throughout the duration of subdivisional
works for the relevant Stage 5 area and adjacent land to achieve the BAL outcomes as intended and
comply with bushfire protection criteria of the Guidelines. Strategen-JBS&G considers that the BAL
contour assessment and BAL certificates outlined in this report are accurate to inform individual lot
building permit applications.

Ongoing requirements of the current City of Wanneroo annual firebreak notice should continue to
be implemented as required, particularly with regards to ongoing fuel management of cleared
vacant lots and firebreak maintenance requirements.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 10



‘(% strategen

SAJIBSs6G

5. References

Department of Fire and Emergency Services (DFES) 2019, Map of Bush Fire Prone Areas, [Online],
Government of Western Australia, available from:
https://maps.slip.wa.gov.au/landgate/bushfireprone/, [10/09/2021].

Department of Planning (DoP) 2016, Visual guide for bushfire risk assessment in Western Australia,
Department of Planning, Perth.

Standards Australia (SA) 2018, Australian Standard AS 3959-2018 Construction of Buildings in
Bushfire-prone Areas, Standards Australia, Sydney.

Strategen-JBS&G 2021, Bushfire Management Plan Stage 4 East of the Beach, prepared for Urban
Quarter, June 2021.

Western Australian Planning Commission (WAPC) 2017, Guidelines for Planning in Bushfire Prone
Areas, Version 1.3 August 2017, Western Australian Planning Commission, Perth.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 11



(’% strategen

SAJIBSs6G

Limitations

Scope of services

This report (“the report”) has been prepared by Strategen-JBS&G in accordance with the scope of
services set out in the contract, or as otherwise agreed, between the Client and Strategen-JBS&G. In
some circumstances, a range of factors such as time, budget, access and/or site disturbance
constraints may have limited the scope of services. This report is strictly limited to the matters
stated in it and is not to be read as extending, by implication, to any other matter in connection with
the matters addressed in it.

Reliance on data

In preparing the report, Strategen-JBS&G has relied upon data and other information provided by
the Client and other individuals and organisations, most of which are referred to in the report (“the
data”). Except as otherwise expressly stated in the report, Strategen-JBS&G has not verified the
accuracy or completeness of the data. To the extent that the statements, opinions, facts,
information, conclusions and/or recommendations in the report (“conclusions”) are based in whole
or part on the data, those conclusions are contingent upon the accuracy and completeness of the
data. Strategen-JBS&G has also not attempted to determine whether any material matter has been
omitted from the data. Strategen-JBS&G will not be liable in relation to incorrect conclusions should
any data, information or condition be incorrect or have been concealed, withheld, misrepresented
or otherwise not fully disclosed to Strategen-JBS&G. The making of any assumption does not imply
that Strategen-JBS&G has made any enquiry to verify the correctness of that assumption.

The report is based on conditions encountered and information received at the time of preparation
of this report or the time that site investigations were carried out. Strategen-JBS&G disclaims
responsibility for any changes that may have occurred after this time. This report and any legal
issues arising from it are governed by and construed in accordance with the law of Western Australia
as at the date of this report.

Environmental conclusions

Within the limitations imposed by the scope of services, the preparation of this report has been
undertaken and performed in a professional manner, in accordance with generally accepted
environmental consulting practices. No other warranty, whether express or implied, is made.

The advice herein relates only to this project and all results conclusions and recommendations made
should be reviewed by a competent person with experience in environmental investigations, before
being used for any other purpose.

Strategen-JBS&G accepts no liability for use or interpretation by any person or body other than the
client who commissioned the works. This report should not be reproduced without prior approval
by the client, or amended in any way without prior approval by Strategen-JBS&G, and should not be
relied upon by other parties, who should make their own enquiries.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0) 12
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Appendix A BAL certificates
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\ BPAD

Bushfire
Planning & Design

FPA

AUSTRALIA

Fire Protection
Associaton Australia

Bushfire Attack Level (BAL) Certificate

Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unit no | Street no Lot no | Street name / Plan Reference
458 Prevelly Way

Address Details

Suburb State Postcode
Eglinton WA 6034
Local government .
City of Wanneroo
area
Main BCA class of - Use(s) of the Residential dwelli
esidential dwellin
the building ass la building J

Description of the | Construction of a single residential dwelling and associated Class 10a structure (BAL assessment
building or works | provides BAL rating to nominated lot boundary).

Determination of Highest Bushfire Attack Level

AS 3959 Assessment Ve e @RS T Effective Se;.)aratlon BAL
Procedure Slope Distance
Method 1 Class D Scrub I(Doci\;\:r)\slope >100m BAL - LOW

BPAD Accredited Practitioner Details

Name

Zac Cockerill

Company Details .
- I hereby declare that | am a BPAD

JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.

| hereby certify that | have undertaken the Accreditation No. 3%03

assessment of the above site and determined S

the Bushfire Attack Level stated above in gnature

accordance with the requirements of Date V (/lO /@(

AS 3959-2018. f 7

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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Planning & Design

FPA

AUSTRALLA

Fue Protection
Association Austraha

Bushfire Attack Level (BAL) Certificate

Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unitno | Streetno | Lotno | Street name / Plan Reference

459 Prevelly Way

Suburb State Postcode
Eglinton WA 6034

Address Details

Local government .
City of Wanneroo

area

Main BCA class of —_— Use(s) of the Residential dwelli
esigaential awetlin

the building ass 1a building E

Description of the | Construction of a single residential dwelling and associated Class 10a structure (BAL assessment
building or works provides BAL rating to nominated lot boundary).

Determination of Highest Bushfire Attack Level

AS 3959 Assessment Vegetation Classification Effective Ser_Jaratlon BAL
Procedure Slope Distance
Method 1 Class D Scrub %‘fswo')wbpe >100m BAL — LOW

BPAD Accredited Practitioner Details

Name

Zac Cockerill

Company Details | hereby declare that | am a BPAD
JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.

AccreditationNo. 4 74078

I hereby certify that | have undertaken the

assessment of the above site and determined Signature
the Bushfire Attack Level stated above in { /

]
accordance with the requirements of Date y ‘, / ,L/

AS 3959-2018.

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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AUSTRALIA

Fire Protection
Association Australia

Bushfire Attack Level (BAL) Certificate

Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unitno | Streetno | Lot no | Street name / Plan Reference

460 Prevelly Way

Suburb State Postcode
Eglinton WA 6034

Address Details

Local government .
City of Wanneroo

area

Main BCA class of Use(s) of the . . .
- Class 1a s Residential dwelling

the building building

Description of the | Construction of a single residential dwelling and associated Class 10a structure (BAL assessment
building or works provides BAL rating to nominated lot boundary).

Determination of Highest Bushfire Attack Level

AS 3959 Assessment G RICIa TSy Ca o Effective Se?aratlon BAL
Procedure Slope Distance
Method 1 Class D Scrub '(30?5""0')‘5'”'3 >100m BAL - LOW

BPAD Accredited Practitioner Details

Name
Zac Cockerill
Company Details | hereby declare that | am a BPAD A
JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.
| hereby certify that | have undertaken the acelcinaioniNo: 37?03
assessment of the above site and determined Signature %/
the Bushfire Attack Level stated above in U /
accordance with the requirements of Date I (O/Z/(
T 7

AS 3959-2018.

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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AUSTRALIA

Fire Protection
Association Australia

Bushfire Attack Level (BAL) Certificate

Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unit no | Street no Lot no | Street name / Plan Reference

461 Prevelly Way

Suburb State Postcode
Eglinton WA 6034

Address Details

Local government .
City of Wanneroo

area

Main BCA class of —_ Use(s) of the Residential dwelli
esidential dwellin

the building ass ta building J

Description of the | Construction of a single residential dwelling and associated Class 10a structure (BAL assessment
building or works provides BAL rating to nominated lot boundary).

Determination of Highest Bushfire Attack Level

AS 3959 Assessment Ve @R Effective Se;.)aratlon BAL
Procedure Slope Distance
Method 1 Class D Scrub ;)Oc:;r;slope >100m BAL — LOW

BPAD Accredited Practitioner Details

Name

Zac Cockerill

Company Details | hereby declare that | am a BPAD
JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.

| hereby certify that | have undertaken the Accreditation No. 3 %03

assessment of the above site and determined Signature
the Bushfire Attack Level stated above in

accordance with the requirements of Date // (/Q/U
u I

AS 3959-2018.

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.




FPA

AUSTRALIA

Fire Protection
Association Austraha

\ BPAD

Bushfire
Planning & Design

Bushfire Attack Level (BAL) Certificate

Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Address Details

Local government
area

Main BCA class of
the building
Description of the
building or works

Unitno | Streetno | Lotno | Street name / Plan Reference
479 Prevelly Way

Suburb State Postcode
Eglinton WA 6034
City of Wanneroo

Use(s) of the . . ]
Class 1a ot Residential dwelling

building

Construction of a single residential dwelling and associated Class 10a structure (BAL assessment
provides BAL rating to nominated lot boundary).

Determination of Highest Bushfire Attack Level

AS 3959 Assessment Vegetation Classification Effective Se;.)aratlon BAL
Procedure Slope Distance
Method 1 Class D Scrub (E:)‘?;')’S'Ope >100m BAL — LOW

BPAD Accredited Practitioner Details

Name
Zac Cockerill

Company Details

JBS&G Australia Pty Ltd T/A Strategen-JBS&G

| hereby declare that | am a BPAD
accredited bushfire practitioner.

| hereby certify that | have undertaken the
assessment of the above site and determined
the Bushfire Attack Level stated above in
accordance with the requirements of

AS 3959-2018.

Accreditation No. Z?QOZ

“w
4 (ﬁ/m:/ij

Signature

Date

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with

the Accredited Practitioner and where required an updated certificate issued.
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Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unitno | Streetno | Lot no | Street name / Plan Reference
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Suburb State Postcode
Eglinton WA 6034
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Main BCA class of e Use(s) of the Residential dwellin
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Effecti .
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Procedure Slope Distance
Method 1 Class D Scrub (Do‘f‘;‘ff)wbpe >100m BAL - LOW
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Name

Zac Cockerill
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JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.

I hereby certify that | have undertaken the Accreditation No. 3:}?03

assessment of the above site and determined Signature

the Bushfire Attack Level stated above in

accordance with the requirements of Date ﬂ IL( 0 /7/,

AS 3959-2018. T
Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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Determined in accordance with AS 3959-2018

This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unitno | Streetno | Lotno | Street name / Plan Reference
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Suburb State Postcode
Eglinton WA 6034

Address Details
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Method 1 Class D Scrub (Do‘fgf,r)'s"’pe >100m BAL — LOW
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Zac Cockerill
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JBS&G Australia Pty Ltd T/A Strategen-JBS&G accredited bushfire practitioner.

I Accredttation No. 707

| hereby certify that | have undertaken the
assessment of the above site and determined Signature ﬂ/
the Bushfire Attack Level stated above in // /

o /U
accordance with the requirements of Date (?/( / L
AS 3959-2018.

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unitno | Streetno | Lot no | Street name / Plan Reference
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Address Details
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the Bushfire Attack Level stated above in /
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AS 3959-2018.

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works
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Address Details

Local government .
City of Wanneroo

area

Main BCA class of S Use(s) of the Residential dwelli
esidential awellin

the building ass la building .
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Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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date of issue of the certificate. If this certificate was issued more than 12 months ago, it is recommended that the validity of the determination be confirmed with
the Accredited Practitioner and where required an updated certificate issued.
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This Certificate has been issued by a person accredited by Fire Protection Association Australia under the Bushfire
Planning and Design (BPAD) Accreditation Scheme. The certificate details the conclusions of the full Bushfire Attack
Level Assessment Report (full report) prepared by the Accredited Practitioner.

Property Details and Description of Works

Unit no | Street no Lot no | Street name / Plan Reference
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Suburb State Postcode
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accredited bushfire practitioner.

| hereby certify that | have undertaken the Accreditation No. z%ég

assessment of the above site and determined

the Bushfire Attack Level stated above in Signature 70

accordance with the requirements of Date ﬂ MKJZ[

AS 3959-2018. ===

Authorised Practitioner Stamp

Reliance on the assessment and determination of the Bushfire Attack Level contained in this certificate should not extend beyond a period of 12 months from the
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Appendix B Vegetation plot photos and description
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© 86°E (T) » 31.595882° S, 115.684339° E+6m 4 24 m

251AUQ 2021141018378

Photo ID: 1 (in feground of canopy)

Plot number Plot 1
Vegetation classification Class D scrub
Description / justification Scrub vegetation with a horizontal fuel profile between 2—6 m high.
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210 240

e e
©238°SW (T) « 31.596515° S, 115.68482°E+6m 4 11 m

© 239°SW (T) # 31.596413" §,115.684469° E+5m 4 16m

Photo ID 2a
SE

120

Photo ID 2¢

Photo ID 2d

Photo ID 2e

Plot number Plot 2

Vegetation classification Excluded — Clause 2.2.3.2 [b]

Description / justification Pockets of retained vegetation, less than 1 ha in size and not within 100 m of
any other areas of vegetation being classified vegetation.

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0)



fA strategen

LuBssG

Photo ID 3b

Plot number

Plot 3

Vegetation classification

Excluded — Clause 2.2.3.2 [c]

Description / justification

Area of vegetation less than 0.25 ha in area and not within 20 m of the site, or
other areas of vegetation being classified vegetation.
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©337°NW(T) » 31.596413" 5, 115.684469°E+5m 4 16m © 52°NE (T) » 31.596413° 5, 115.684469° E£5m & 16m

Photo ID: 4a
W

T
© 323°NW (T) » 31.596413° 5, 115.684469° E+5m & 16m

o0
s Fa ] 5 5 5 5
©294°W (T) # 31.59581° 5, 115.684253°E+3m 4 13m

Photo ID: 4e
SE

| . - . .

©212'8(T) » 31.508175' 5, 115.6861°E+Bm & 10m

Photo ID: zlg Photo ID: 4h
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Photo ID: 4j

Plot number

Plot 4

Vegetation classification

Excluded — Non-vegetated and Low threat (Clause 2.2.3.2
[e] and [f])

Description / justification

Existing areas of non-vegetated land or low threat managed
vegetation.
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Appendix C Stage 5 civil roadworks plan

©JBS&G Australia Pty Ltd T/A Strategen-JBS&G | 61654/140,695 (Rev 0)






strategen

3
LuBssG

Appendix D Stage 5 civil water reticulation plan
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