
9010

9010

9010

MARMION

AVENUE

RAIL

RESERVE

A

B

C

360 355356357358359361362

337 338 339 340 341 342 343

383

384
385
386
387
388
389

390

391

399

427

8002

408428

354

392

398

407

418

419

420

421

422

423

424

425

426

445

805

344

395

400401

406

444

RAIL   RESERVE

JURIEN    AVENUE

BLUEWATER    DRIVE

LOW
LANDS   AVENUE

LOWLANDS   AVENUE

GEORDIE   LOOP

443

396

397

348

349
805

135

136

137

138

139

140

141

142

143

450

451

107

108

109

110

111

112

113

114

115

116

117

444

446

RAIL   RESERVE

ROEBUCK  BOULEVARD

HOPETOUN    DRIVE

GEORDIE   LOOP

443

52535455565758

9010

91

92
93

94
95

96

97
98

99
100

101
102

103

104

105
106

107

108

109

RAIL   RESERVE

HOPETOUN    DRIVE
CORONATION  WAY

N

LOCAL DEVELOPMENT PLAN NO.2 - WESTERN PRECINCT LOCAL STRUCTURE PLAN NO.102

Location Plan

LOCAL DEVELOPMENT PROVISIONS

PRELIMINARY

Unless provided for below, the provisions of the City of Wanneroo District Planning Scheme No.2, the
Western Precinct Local Structure Plan No. 102 or the Residential Design Codes (R-Codes) apply.

QUIET HOUSE DESIGN
(Lots 91-117, 347-350, 395, 396, 400, 401, 406, 415-417, 442-444 and 446)

1. Quiet House Design requirements are applicable to lots as identified on this LDP. Details of Quiet
House Design requirements are included in Sheet 2 of the LDP, as per Lloyd George Acoustics
Assessment, dated 25 May 2023 (WAPC reference 155700). 

This  Local  Development  Plan  has  been  approved  by  Council  under  clause  52(1)(a)  of  the  Deemed  Provisions  in  District
Planning Scheme No.2

.......................................................................................................................................................................
Manager, Approval Services          Date
City of Wanneroo

LEGEND

Local Development Plan Area

Public Open Space

scale: Nts

date: 30 May 2023

plan no: 3109-266E-01

Upper Floor - Package C
Ground Floor - Package A

QUIET HOUSE DESIGN

Upper Floor - Package A
Ground Floor - Not Required

Enlargement 'C'Enlargement 'B'

Enlargement 'A'

1 August 2023
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Package A Acoustic Treatments

Element Orientation
Room

Bedroom Indoor Living and Work Areas

External Windows Facing

· Up to 40% floor area (Rw + Ctr ≥ 28):

o Sliding or double hung with minimum 10mm
single or 6mm- 12mm-10mm double insulated
glazing;

o Sealed awning or casement windows with
minimum 6mm glass.

· Up to 60% floor area (Rw + Ctr ≥ 31):

o Sealed awning or casement windows with
minimum 6mm glass.

· Up to 40% floor area (Rw + Ctr ≥ 25):

o Sliding or double hung with minimum 6mm single or 6mm -12mm-6mm
double insulated glazing;

· Up to 60% floor area (Rw + Ctr ≥ 28);

· Up to 80% floor area (Rw + Ctr ≥ 31).

Side On As above, except Rw + Ctr values may be 3 dB less or max % area increased by 20%.

Opposite No specific requirements

External
Doors

Facing

· Fully glazed hinged door with certified Rw + Ctr
≥ 28 rated door and frame including seals and
6mm glass.

· Doors to achieve Rw + Ctr ≥ 25:

o 35mm Solid timber core hinged door and frame system certified to Rw
28 including seals;

o Glazed sliding door with 10mm glass and weather seals.

Side On As above, except Rw + Ctr values may be 3 dB less.

Opposite No specific requirements

External
Walls All

· Rw + Ctr ≥ 45:

o Two leaves of 90mm thick clay brick masonry with minimum 20mm cavity; or

o Single leaf of 150mm brick masonry with 13mm cement render on each face; or

o One row of 92mm studs at 600mm centres with:

§ Resilient steel channels fixed to the outside of the studs; and

§ 9.5mm hardboard or fibre cement sheeting or 11mm fibre cement weatherboards fixed to the outside;

§ 75mm thick mineral wool insulation with a density of at least 11kg/m3; and

§ 2 x 16mm fire-rated plasterboard to inside.

Roofs and Ceilings All

· Rw + Ctr ≥ 35:

o Concrete or terracotta tile or metal sheet roof with sarking and at least 10mm plasterboard.

Outdoor Living Areas
At least one outdoor living area located on the opposite side of the building from the transport corridor and/or at least one ground level
outdoor living area screened using a solid continuous fence or other structure of minimum 2 metres height above ground level.

Package C Acoustic Treatments

Element Orientation
Room

Bedroom Indoor Living and Work Areas

External Windows Facing

· Up to 20% floor area (Rw + Ctr ≥ 31):

o Fixed sash, awning or casement with minimum
6mm glass or 6mm-12mm- 6mm double
insulated glazing.

· Up to 40% floor area (Rw + Ctr ≥ 34):

o Fixed sash, awning or casement with minimum
10mm glass or 6mm- 12mm-10mm double
insulated glazing.

· Up to 40% floor area (Rw + Ctr ≥ 28):

o Sliding or double hung with minimum 6mm glass or
6mm- 12mm-6mm double insulated glazing;

· Up to 60% floor area (Rw + Ctr ≥ 31);

o Fixed sash, awning or casement with minimum
10mm glass or 6mm-12mm-10mm double insulated
glazing.

Side On As above, except Rw + Ctr values may be 3 dB less or max % area increased by 20%.

Opposite As above, except Rw + Ctr values may be 6 dB less or max % area increased by 20%.

External
Doors

Facing

· Not recommended. · Doors to achieve Rw + Ctr ≥ 30:

o 40mm Solid timber core side hinged door, frame
and seal system certified to Rw 32 including seals.
Any glass inserts to be minimum 6mm;

o Fully glazed hinged door with certified Rw + Ctr ≥
31 rated door and frame including seals and 10mm
glass.

Side On As above, except Rw + Ctr values may be 3 dB less or max % area increased by 20%.

Opposite As above, except Rw + Ctr values may be 6 dB less or max % area increased by 20%.

External
Walls All

· Rw + Ctr ≥ 50:

o Two leaves of 90mm thick clay brick masonry with minimum 50mm cavity between leaves and 25mm
glasswool or polyester insulation (24kg/m³). Resilient ties used where required to connect leaves.

o Two leaves of 110mm clay brick masonry with minimum 50mm cavity between leaves and 25mm glasswool
or polyester insulation (24kg/m³).

o Single leaf of 220mm brick masonry with 13mm cement render on each face.

o 150mm thick unlined concrete panel or 200mm thick concrete panel with one layer of 13mm plasterboard or
13mm cement render on each face.

o Single leaf of 90mm clay brick masonry with:

§ A row of 70mm x 35mm timber studs or 64mm steel studs at 600mm centres;

§ A cavity of 25mm between leaves;

§ 50mm glasswool or polyester insulation (11kg/m³) between studs; and

§ One layer of 10mm plasterboard fixed to the inside face.

Roofs and Ceilings All

· Rw + Ctr ≥ 40:

o Concrete or terracotta tile or metal sheet roof with foil backed R2.0+ fibrous insulation between steel sheeting
and roof battens;

o R3.0+ insulation batts above ceiling;

o 2 x 10mm plasterboard ceiling or 1 x 13mm sound-rated plasterboard affixed using steel furring channel to
ceiling rafters.

Outdoor Living Areas
At least one outdoor living area located on the opposite side of the building from the transport corridor and/or at
least one ground level outdoor living area screened using a solid continuous fence or other structure of minimum 2.4
metres height above ground level.
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